
Stainless Steel
Construction

All Materials in Contact
with Products are FDA
Approved

Electric Winch with
Fail-Safe Brake System

Removable Stainless
Steel Hopper with 10
cubic feet (283 liters)
Capacity

Interchangeable Sieves
for Dust and Chip
Tablet Removal

Low-Level Sensor for
Elevator Hopper and
Tablet Counter

Allen-Bradley PLC

3-Color Light Tower

Speeds up to 10,000
Tablets per Minute

MODEL TE-10
add-ons

This bulk tablet elevator improves
worker ergonomics by allowing an
operator to fill the tablet hopper at a
comfortable height; the elevator then
lifts the hopper to feed a tablet
counter or blister machine.
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Tablet Elevator
MODEL TE -10

Authorized NJM/CLI Sales Representative Respected, dedicated and proven leadership since 1915!

Standard Features Continued

• Feeding on demand with level controls

• Mounted on leveling feet

• Electrical vibrator to feed tablets

• Electrical control box with remote station

• Vacuum funnel attachment

• Safety lock mechanism in up position

• Available in right or left hand versions

• Speed outputs 10,000 tablets per minute

Tablet and Load Criteria

• Ideal for most any size and shape tablet or capsule

• Maximum hopper load: 500 lbs. (226kg)

• Minimum loading height:  40” (1.01m)

• Maximum discharge height: 82” (2.08m)

• Hopper volume:  10 cubic feet (283 liters)

• Output Rate:  10,000 tablets per minute

Available Options

• Divider box for dual-head Cremer Tablet Counter

• Longer, inclinable chute

• Audible alarm during elevator movement

• Contact part passivation

• Available in right or left hand

Air & Electrical Requirements

• Power supply:  120VAC, 1 phase, 60 Hz, 15A Intermittent

  duty operation: 25%

• Air supply:  90 PSIG, less than 0.5 SCFM

Floor Plan
Dimensions shown are for basic machines and may vary depending
on options. In view of our policy of continuing research and product
improvement, actual specifications may vary from those shown.
Please consult with an NJM/CLI representative regarding your
specific requirements.

All NJM/CLI equipment is covered by a one year warranty on parts. A
comprehensive nationwide service, parts, and sales support program
is available for the life of your equipment. A customized Preventative
Maintenance Program for this equipment is also available.

Contact our Customer Service Department at (603) 448-3940 for more
information.

This equipment can be purchased separately or as part of a fully
integrated packaging line. Contact your sales representative for full
details on other packaging equipment and complete turnkey line
integration services.

Protected by one or more U.S. and foreign patents.
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